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FX-800

MULTI-PURPOSE MACHINE FOR
PROCESS INTEGRATION

- Heavy duty twin turrets

CTIVITY

" The FX-800 is designed for both easy

operation and easy access for routine
maintenance.

An upper T16 turret with Y axis
coupled with a lower T16 turret
allows great flexibility and
speed for a wide variety of
complex turning and
milling applications
making the FX-800 the
perfect machine for short
cycle times and high volumes. = ¢

and highly rigid twin
spindles with precise

indexing greatly enhance
machining accuracy.

FX-800 Specifications

Max. turning length 657 mm

Max. turning diameter 260 mm
-Spindle/Sub spindle

Max. bar work capacity 65/52 mm
-Spindle/Sub spindle

Distance between Max.1030/Min.300 mm
two spindle faces

Spindle speed 4500/5000 rpm
-Spindle/Sub spindle

Chuck size 8"/6”
-Spindle/Sub spindle

3 Specifications are subject to change without notice.



FX-800

Spindle output diagram

Travel & Feedrate

X1/X2 axis travel 215/215 mm Powered by FANUC MOTOR for high stability & high accuracy.
X1/X2 axis rapid traverse rate 20/20 m/min
Z1/Z2 axis travel 750/745 mm
Z1/Z2 axis rapid traverse rate 20/20 m/min FX-800 | Main spindle 11/15kW FX-800 | Sub spindle 7.5/11KW
Y axis travel +50 mm (kw) 17.5 245 (N-m) (kW) 14 S 210 (N-m)
. . . 223 N-m 208 N-m )
- . 53 5min.
Y axis rapid traverse rate 10 m/min e - 15KW 30min. power o ANy min. e
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3 Specifications are subject to change without notice.



Specifications

"i Working range | Interference diagram e o | Pxs e et ] e
Standard turning diameter mm 210 X1 /X2 axes travel mm 215/215
Max. turning diameter mm 260 Z1/Z2 axes travel mm 750 /745
o 200 200 P Max. turning length mm 657 Y axis travel mm £50
‘ Pt shvks 215 | X s shokm 275 Max. bar work capacity mm | 65(Spindle) / 52(Sub spindie) | | B axis travel mm 800
. o Distance between two spindle faces | mm Max.1030 / Min.300
F: X1/ X2 axes rapid traverse rate | m/min 20/20
;%—E_ H f i.| Ma"'j'"é" o o Spindle speed rpm 4500 Z1/Z2 axes rapid traverse rate | m/min | 20/20
i mm— Chuck size 8" Y axis rapid traverse rate m/min 10
1*1 670 & Spindle nose A2-6 B axis rapid traverse rate m/min 20
l 30(87H [800(E7) Through hole diameter mm 76
1030 Bearing diameter mm 110 Spindle drive motor kW 11/15
Sub. spindle drive motor kW 75/11
Spindle speed rpm 5000 Milling motor kW 3.7/55
Chuck size 6" Turret index motor kW 12
Spindle nose A2-6 X1/ X2 axes drive motor kW 25/25
Through hole diameter mm 63 Z1/ Z2 axes drive motor kW 25/25
Bearing diameter mm 100 Y axis drive motor kW 25
B axis drive motor kW 25
Number of turrets 2
Number of tool stations T16+T16 Height mm 2340
LA Turning tool shank mm 25 Width mm 3530
Boring bar shank diameter mm 40 Depth mm 2394
Milling speed rpm 4000 Weight kg 12300
Milling shank diameter TR D % Specifications are subject to change without notice.
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' Tooling system
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0D tool
€4 Standard and optional accessories
@ mm =
Boring bar ®12 (mm)  ©32 (mm) g bar tool holder
©16 (mm)

1.Built in spindle motor  6.Tool box 1.Chip conveyor & chip cart  7_Air blow . S
2.Hydraulic servo turret  7.Operation manual 2.Tool setter 8.Automatic Power-off % @ ©20 (mm) o TS T
3.Leveling pad 8.Hydraulic chuck 3.Parts catcher 9.Parts counter L b- SR U-drill tool holder
4.Wedges 9.Foot switch 4.Parts conveyor 10.Collet chuck @jx Srar T s e a
5.Working lamp 5.Barfeeder & Interface 11.0il mist collector @

6.Hanger (2PCS) Collet
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