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Item / Model UM-85 UM-85H

Spindle speed rpm 10000 ( 12000 ) 12000 ( 15000 )

BT40

850 /550/550

1100 x 600

1000

30/30/30 42/42/30

12

RollerBall

24 ( 30/32 )

Arm type

300

FANUC 0i-M

AICC I ( AICC II )

7.5/11( 15/18.5 )

2.7 x 2.2 x 3

7000

Spindle nose taper

X/Y/Z –axis travel   X/Y/Z mm

Table dimension mm

Max. weight on table kg

X/Y/Z –axis rapid traverse rate X/Y/Z m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

Max. tool length mm

Controller

High speed high precision

Spindle motor power Cont. / 30min kW

Machine dimension L x W x H m

Net weight kg

02

Number of tools station

01

Item / Model UM-60

Spindle speed rpm 10000 ( 12000 )

Spindle nose taper BT40

X/Y/Z –axis travel   X/Y/Z mm 600 / 510 / 510

Table dimension mm 750 x 560

Max. weight on table kg 750

X/Y/Z –axis rapid traverse rate X/Y/Z m / min 36 / 36 / 30

Cutting feed rate m / min 12

Guideway type Ball

24

Method of tool exchange Arm type

Max. tool length mm 300

Controller FANUC 0i-M

High speed high precision AICC I ( AICC II )

Spindle motor power Cont. / 30min kW 7.5 /11

Machine dimension L x W x H m 2 x 2.6 x 2.8

Net weight kg 5000

Number of tools station



Item / Model UM-110 UM-110H UM-120

Spindle speed rpm 10000 ( 12000 ) 10000 (12000)12000 ( 15000 )

BT40

1100 /550/550 1200 /650/600

1200 x 600 1200 x 600

1200

30/30/30 30/30/3042/42/36

12

RollerBall Ball

24 ( 30/32 )

Arm type

300

FANUC 0i-M

AICC I ( AICC II )

7.5/11( 15/18.5 )

3 x 2.2 x 3 3.1 x 2.3 x 2.8

7500

Spindle nose taper

X/Y/Z –axis travel   X/Y/Z mm

Table dimension mm

Max. weight on table kg

X/Y/Z –axis rapid traverse rate X/Y/Z m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

Max. tool length mm

Controller

High speed high precision

Spindle motor power Cont. / 30min kW

Machine dimension L x W x H m

Net weight kg

03

Number of tools station

UM-110/110H/120

04UM Series

Item / Model UM-130 UM-150 UM-160S

Spindle speed rpm 10000 ( 12000 )

BT40

1300 /650/550 1500 /750/550 1600 /850/850

1500 x 650 1600 x 770 1700 x 880

1500 2000

30/30/30

12

Roller

24 ( 30/32 )

Arm type

300

FANUC 0i-M

AICC I ( AICC II )

15/18.5

3.7 x 2.9 x 3 4.4 x 3.2 x 3.23.3 x 2.7 x 3

95008000 14000

Spindle nose taper

X/Y/Z –axis travel   X/Y/Z mm

Table dimension mm

Max. weight on table kg

X/Y/Z –axis rapid traverse rate X/Y/Z m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

Max. tool length mm

Controller

High speed high precision

Spindle motor power Cont. / 30min kW

Machine dimension L x W x H m

Net weight kg

Number of tools station

UM-130/150/160S
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Item / Model UM-130WUM-110W UM-120W UM-150W
Spindle speed rpm 6000(8000)

BT50

1100 /550/550 1200 /650/600 1300 /650/550 1500 /750/550

1500 x 6501200 x 600 1200 x 650 1600 x 770

15001200

30/30/30

12

Roller

24 ( 32 )

Arm type

300

FANUC 0i-M

AICC I

15/18.5

3.7 x 2.9 x 33.3 x 2.7 x 33.3 x 2.7 x 33 x 2.2 x 3

10000900080007500

Spindle nose taper

X/Y/Z –axis travel
mm

Table dimension mm

Max. weight on table kg

X/Y/Z –axis rapid traverse rate
m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

Max. tool length  mm

Controller

High speed high precision

Spindle motor power 
Cont. / 30min

kW

Machine dimension 
L x W x H m

Net weight kg

X/Y/Z

X/Y/Z

Number of tools station

UM-110W/120W/130W/150W

UM-120WB/160/210

06UM Series

Item / Model UM-120WB UM-210UM-160
Spindle speed rpm 6000

BT50

1200 /650/600 2100 /850/8501600 /850/850

1300 x 650 2200 x 10001700 x 880

1200 2000 2500

24/24/24 15/15/15

12

Box way

24 (30/ 32 )

Arm type

300

FANUC 0i-M FANUC

AICC I

15/18.5 22/26

6.2 x 4.1 x 3.75.4 x 3.9 x 33.3 x 2.7 x 3

170008000 15000

Spindle nose taper

X/Y/Z –axis travel
mm

Table dimension mm

Max. weight on table kg

X/Y/Z –axis rapid traverse rate
m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

Max. tool length  mm

Controller

High speed high precision

Spindle motor power 
Cont. / 30min

kW

Machine dimension 
L x W x H m

Net weight kg

X/Y/Z

X/Y/Z

Number of tools station



/U-18H/U-25
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Item / Model UM-500UM-350U-25U-18H
Spindle speed rpm 12000(15000)

BT40

30/30/3042/42/3032/32/30

12

100

200

50

60

ø350ø250 ø600/  500

360

550

550

700

400

500

650

1000

-120/+30

250

300

Roller

24 ( 32/40 )32

Arm type

300

FANUC 0i-M

7.5/11

3 x 2.2 x 3.22.7 x 2.2 x 3.22 x 2.5 x 3

90007500

60000

ø6

48/48/48

12

50

60

ø250

360

300

+150~-50

+5~-50

±120

Ball

1

手動

100

FANUC 0i-M

1.2

2.8 x 2.5 x 3

3500 5000

Spindle nose taper

mm

Table dimension

mm

mm

mm

Max. table loading at 0 degree

°

Max. table loading at 90 degree

°

degree

degree

m / min

Cutting feed rate m / min

Guideway type

Method of tool exchange 

 Max. tool length mm

Controller

Spindle motor power Cont. / 30min kW

Machine dimension L x W x H m

Net weight kg

kg

kg

X–axis travel X

Y–axis travel Y

Z–axis travel Z

A–axis travel A

C–axis travel C

X/Y/Z –axis rapid traverse rate X/Y/Z

Number of tools station

UM Series 08

Item / Model GL-12

Spindle speed

Square tool shank size

Round tool shank size

6000 ( 4500/4000 )

44 ( 52/65 )

10

10

Gang

20

32

FANUC 0i-T

350

100

200

A2-5 ( A2-6 )

6 ( 8 )

7.5/11

56 ( 62/76 )

2.3 x 2.0 x 1.85

2300

mm

mm

mm

inch

mm

mm

mm

m / min

m / min

Turret drive type mm

mm

rpm

ASA

Controller

Swing over bed

Max. turning diameter

Max. turning length

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power Cont. / 30min kW

Machine dimension L x W x H m

Net weight kg

Z–axis rapid traverse rate Z

X–axis rapid traverse rate X
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Item / Model UL-15 UL-20

Spindle speed

Square tool shank size

Round tool shank size
Tailstock body travel
Quill travel

Quill taper

Quill diameter

Number of tools

Controller
Swing over bed

Swing over saddle
Max. turning diameter

Max. turning length

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power Cont. / 30min

Machine dimension L x W x H 
Net weight

FANUC 0i-T

455
260

330/280(300)

300 600
Box way

A2-6 ( A2-5 )
8 ( 6 )

62 ( 56/76 )

4500 ( 6000/4000 )

52 ( 44/65 )

8/10( 12 )
25 ( 20 )

32
200

2850 3350

80

70
4

2.2 x 1.5 x 1.7 2.5 x 1.5 x 1.7

150

400

350 625
175
BOT

Hydraulic ( Servo mechanical )

11/15

mm
mm
mm
mm

mm

mm

rpm

kW

mm
mm

mm
mm

mm
mm
mm

m

kg

MT#

station

ASA
inch

Guideway type

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

10

Item / Model JT-150 JT-200 JT-200P JT-200PL

Spindle speed

Square tool shank size
Round tool shank size
Tailstock body travel

Quill travel

Quill taper

Quill diameter

Number of tools

Controller

Swing over bed
Swing over saddle

Max. turning diameter

Max. turning length

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
505

318

350/300 (320) 280

320 570 1000
Linear

A2-6 ( A2-5/A2-8 )

8 ( 6/10 )

62 ( 56/76/86 )

4500 ( 6000/4000 /3500)

52 ( 44/65/75 )

8 /10 (12 )

25 ( 20 )

32

200

2900 3200 3600 4700

150 80

70 75
4

2.3 x 1.7 x 1.8 2.5 x 1.7 x 1.8 2.9 x 1.6 x 1.8 3.7 x 1.6 x 1.8

450 545 1045

350 600 1050

195 220
BOT

Hydraulic ( Servo mechanical )

11/15 (15/18.5)

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm

mm

mm

mm

m

kg

MT#

station

ASA
inch

Guideway type

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z



Item / Model UT-200 UT-200L

Spindle speed

Square tool shank size

Round tool shank size

Tailstock body travel

Quill travel

Quill taper

Quill diameter

Number of tools

Controller

Swing over bed

Swing over saddle

Max. turning diameter

Max. turning length

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
505

318

350(300/320)

570 1000
Box way

A2-6 ( A2-5/A2-8 )
8 ( 6/10 )

62 ( 56/76/86 )

4500 ( 6000/4000/3500 )

52 ( 44/65/75 )

8 ( 10/12 )

25 ( 20 )

32

545

3600 4700

80

75

4

2.9 x 1.6 x 1.8 3.7 x 1.6 x 1.8

1045

600 1050

220
BOT

Hydraulic ( Servo mechanical )

11/15 ( 15/18.5 )

mm
mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm
mm

mm

mm

m
kg

MT#

station

ASA
inch

Guideway type

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

12

Item / Model UT-300 UT-300L UT-300LX UT-300LX2 UT-300LX3

Spindle speed

Square tool shank size
Round tool shank size
Tailstock body travel
Quill travel

Quill taper
Quill diameter

Number of tools

Controller
Swing over bed
Swing over saddle
Max. turning diameter
Max. turning length

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power 
Cont. / 30min

Machine dimension L x W x H 
Net weight

FANUC 0i-T
612
400
500

700 1200 1700 2200 3100
Box way

A2-8 ( A2-11 )
10 ( 12/15 )

86 ( 101/116 )
3500 ( 2700/2500 )

75 ( 90/105 )

12
25
40

540

5500 6000 7500 9000 11000

120
85
5

3.1 x 1.8 x 1.8 3.9 x 1.8 x 1.8 5.2 x 2.3 x 2.3 5.5x 2.3 x 2.3 7x 2.3 x 2.3

1040 1540 2040 3040

750 1250 1750 2250 3182
300
BOT

Hydraulic/Servo mechanical

15/18.5 [18.5/22]

mm
mm
mm
mm

mm

mm

rpm

kW

mm
mm

mm
mm
mm
mm
mm

m
kg

MT#

station

ASA
inch

Guideway type

X–axis travel X

Tooling system
Turret driven type

Z–axis travel Z



Item / Model UT-200SM UT-200SY UT-200Y UA-200Y

Spindle speed

Sub spindle speed

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. Spindle turning diameter

Max. Sub-spindle turning diameter

Max. turning length

Spindle nose

Sub spindle nose

Spindle chuck diameter

Sub spindle chuck diameter

Spindle bar capacity

Sub spindle bar capacity

Spindle motor power Cont. / 30min

Sub spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
570 680 600

485

600

378

240 155260

200

440 420

A2-6 ( A2-5/A2-8 ) A2-6

8 ( 6/10 ) 8
4500 ( 6000/4000/3500 ) 4500(Belt)

52 ( 44/65/75 )

12

20
15

2532

585

-

-

-
-
-
-
-

-

4000 4500 4700

6(8)

3.2 x 1.6 x 1.8 3.2 x 1.8 x 2.2 3.2 x 1.75 x 2.2 3.5 x 1.75 x 2.2

220 150

A2-5

6000(5000)

5.5/7.5

44

±50

BMT BMT-55NBMT ( VDI )

11/15 ( 15/18.5 ) 11/15

52

mm
mm

mm

mm

mm

mm

rpm

kW

mm
mm

mm
mm

mm
mm
mm

m
kg

station

ASA

inch

rpm

kW

ASA

inch

X–axis travel X

Y–axis travel Y

B–axis travel B

Tooling system

Z–axis travel Z

14

Item / Model UT-300SM UT-300SY UT-300Y UA-250

Spindle speed

Sub spindle speed

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. Spindle turning diameter

Max. Sub-spindle turning diameter

Max. turning length

Spindle nose

Sub spindle nose

Spindle chuck diameter

Sub spindle chuck diameter

Spindle bar capacity

Sub spindle bar capacity

Spindle motor power Cont. / 30min

Sub spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
700 700

600

410

910

720

750

500

450

375

420

560 290
A2-8 ( A2-11 ) A2-11

15

15

10 ( 12/15 )

3500 ( 2700/2500/2000 ) 2500( Belt )

2500( Belt )

75 ( 90/105/116.5 ) 105

105

12 12+12
25

40

700 1050

-

-

-
-
-
-
-

-

-

5900 6500 9000

6(8)

3.5 x 1.9 x 2 3.5 x 2.1 x 2.4 5.7 x 2.2 x 2.4

280 275

A2-5 A2-11

6000(5000)

5.5/7.5
44

±50

BMT ( VDI ) BOT

15/18.5 ( 18.5/22 ) 15/18.5 

11/15 

mm

mm

mm

mm

mm

mm

rpm

kW

mm
mm

mm

mm

mm
mm

mm

m

kg

station

ASA
inch

rpm

kW

ASA
inch

X–axis travel X

Y–axis travel Y

B–axis travel B

Tooling system

Z–axis travel Z

UT-300SM/300SY/300Y/UA-250

X1/X2: 190

Z1/Z2: 500



Item / Model UZ-1500T2Y UZ-1500T2Y2 UA-1500T2Y

Spindle speed

Sub spindle speed

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. Spindle turning diameter

Max. turning length

Spindle nose

Sub spindle nose

Spindle chuck diameter

Sub spindle chuck diameter

Spindle bar capacity

Sub spindle bar capacity

Spindle motor power Cont. / 30min

Sub spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
660 460

400

X1/X2: 210

Z1/Z2: 600 Z1/Z2: 565 Z1/Z2: 600

X1/X2: 160.5 X1/X2: 200

620
200

660

620

310310

480 565 500

A2-6 

8

4500/3500( Belt ) 4500( Belt ) 4500/3500( Belt )

52 52 ( 65 )52 ( 65 )

16+16 12+12 16+16
20( 25 )

25( 32 )

700 650 700

10000 100004500

6( 8 )

4.0 x 2.4 x 2.3 3.9 x 2.4 x 2.3 4.0 x 2.4 x 2.3

A2-6

4500( Belt )

7.5/11

52 45( 52 )45( 52 )

Y1: ±50Y1: ±50 Y1: ±50/Y2: ±35

BMT-40

11/15

mm
mm

mm

mm

mm

rpm

kW

mm
mm

mm
mm

mm
mm
mm

m
kg

station

ASA

inch

rpm

kW

ASA

inch

Z–axis travel Z

Y–axis travel Y

B–axis travel B

Tooling system

X–axis travel X

15

UZ-1500T2Y/T2Y2/UA-1500T2Y

BMT-55N

16

Item / Model UA-2000T2M UA-2000T2MB

Spindle speed

Sub spindle speed

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. Spindle turning diameter

Max. turning length

Spindle nose

Sub spindle nose

Spindle chuck diameter

Sub spindle chuck diameter

Spindle bar capacity

Sub spindle bar capacity

Spindle motor power Cont. / 30min

Sub spindle motor power Cont. / 30min

Machine dimension L x W x H 

Net weight

FANUC 0i-T
660

620

340

600 440
A2-11A2-8

A2-11A2-8

1510

3500 ( Belt ) 2500 ( Belt )

3500 ( Belt ) 2500 ( Belt )

75 105

20

32

11500 11000

10 15

7.0 x 2.4 x 2.7 6.7 x 2.5 x 2.8

1400 1200

11/15
75 105

15/18.5

mm

mm

mm

mm

mm

rpm

kW

mm
mm

mm

mm

mm
mm

m

kg

station

ASA
inch

rpm

kW

ASA
inch

B–axis travel B

Z–axis travel Z

Tooling system

X–axis travel X X1/X2: 210

Z1/Z2: 550 Z1/Z2: 450

BMT-55N

16+16

UA-2000T2M/2000T2MB



Item / Model UZ-2000T2MW

UZ-2000 Series
UZ-2000T2M UZ-2000T2Y UZ-2000T3Y2

Spindle speed

Number of tools

Controller
Swing over bed
Swing over saddle
Max. turning diameter(main-spindle)

Max. turning diameter(sub-spindle)

Max. turning length
Spindle nose taper
Spindle chuck diameter

Spindle bar capacity

Spindle motor power (Cont. / 30min)

Machine dimension L x W x H 
Net weight

FANUC 0i-T/MITSUBISHI
660 325

325620

320

320

295810
A2-5 ( A2-8/A2-11 ) A2-5 ( A2-6 )

6 ( 10/15 ) 6 ( 8 )

Z1/Z2：840

X1/X2：210 X1/X2/X3：210

Z1/Z3：350
Z2：840

5000 (Built-in) 3500/2500 (Belt) 5000/4500

11/15

52 ( 65 )

16 + 16 16 + 16 + 16

-

-

-

-
-
-

-

-

10500 11000 11500
4.7 x 2.4 x 2.3

920

Y1: -40/+60 Y1/Y3: +65/-45

Servo mechanical

11/15 ( 15/18.5 )

mm
mm

mm

mm

mm

Spindle bar capacity 52 ( 78/105 ) 52 ( 65 )mm

rpm

kW

mm

mm

mm

mm

mm
mm
mm

m
MT#

kg

station

ASA
inch

Sub spindle speed

Sub spindle nose taper
Sub spindle chuck diameter

Sub spindle motor power (Cont./30min)

A2-5 ( A2-6 )
6 ( 8 )

5000/4500

11/15

rpm

kW

ASA
inch

X–axis travel X

Y–axis travel Y

B–axis travel B
Turret driven type

Z–axis travel Z

Tailstock body travel 770

120
85

5

-
-
-
-

Quill travel
Quill diameter
Quill taper

18

Item / Model UT-360 UT-360L UT-360LX UT-360LX2 UT-360LX3

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. turning length

Machine dimension L x W x H 

Net weight

FANUC 0i-T

750

600

630

550

1130 2130 3062

Box way

1630

A2-8 ( A2-11 )

12 ( 15 )

2700 ( 2500/2000 )

90 ( 105/116.5 )

750 1250 1750 2250 3182

305

20/20 20/20 20/20

BOT

20/15 20/10

18.5/22 ( 30/37 )

120

540 1040

50

32

12

1540 2040 3040

120

6

6200 7000 8000 9500 11000

3.4 x 2.2 x 2.3 5.7 x 2.2 x 2.3 6.1 x 2.2 x 2.3 6.4 x 2.2 x 2.3 7.9 x 2.2 x 2.3

Hydraulic / Servo mechanical

101 ( 116/131 )

mm

mm

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm

m/min

m

kg

station

ASA
inch

MT#

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Tailstock body travel

Quill travel

Quill taper

Quill diameter

Max. turning diameter

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type



Item / Model UT-380 UT-380L UT-380LX UT-380LX2 UT-380LX3

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. turning length

Machine dimension L x W x H 

Net weight

FANUC 0i-T

850

700

630

680

1130 2130 3062

Box way

1630

A2-8 ( A2-11/A2-15 )

12 ( 15/18 )

2700 ( 2500/2000/1800 )

90 ( 105/116.5/166.5 )

750 1250 1750 2250 3182

370

20/20 20/20 20/20

BOT

20/15 20/10

18.5/22 ( 30/37 ) + 2 speed gearbox

120

540 1040

50

32

12

1540 2040 3040

120

6

6500 7500 8500 10000 11000

3.4 x 2.2 x 2.35 5.7 x 2.2 x 2.35 6.1 x 2.2 x 2.4 6.4 x 2.2 x 2.4 7.9 x 2.2 x 2.4

Hydraulic / Servo mechanical

101 ( 116/131/181 )

mm

mm

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm

m/min

m

kg

station

ASA
inch

MT#

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Tailstock body travel

Quill travel

Quill taper

Quill diameter

Max. turning diameter

Spindle nose

Spindle hole diameter

Bar capacity

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type

19 20

Item / Model UT-400L UT-400LX2 UT-400LX3 UT-400LX4 UT-400LX5

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. turning length

Machine dimension L x W x H 

Net weight

FANUC 0i-T

900

745

1400

700

2100 4000 5000

Box way

3000

A2-11 ( A2-15 )

15 ( 18/20/24 )

2000 ( 1500/850/800 )

1500 2200 3100 4100 5100

380

20/24 20/15 20/10

BOT

20/6 20/6

30/37 ( 37/45 )+2-Speed gearbox

150

50

32

12

160

6

14000 15000 17000 19000 22000

6.2 x 2.8 x 2.7 6.8 x 2.8 x 2.7 7.9 x 2.8 x 2.7 8.9 x 2.8 x 2.7 11.1 x 2.8 x 2.7

Servo mechanical

131 ( 205/235/258 )

mm

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm

m/min

m

kg

station

ASA
inch

MT#

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Quill travel

Quill taper

Quill diameter

Max. turning diameter

Spindle nose

Spindle hole diameter

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type



Item / Model UT-600L UT-600LX2 UT-600LX3 UT-600LX4 UT-600LX5

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Swing over saddle

Max. turning length

Machine dimension L x W x H 

Net weight

FANUC 0i-T

1030

950

1350

900

2050 3950 4950

Box way

2950

A2-15/A2-20

24 ( 32 )

1500 ( 850/800/400/300 )

1500 2100 3100 4100 5100

470

20/24 20/15 20/10

BOT

20/6 20/6

30/37 ( 37/45 )+2-Speed gearbox

150

50

32

12

160

6

14500 15500 17500 19500 22500

6.2 x 2.8 x 3 6.9 x 2.8 x 3 7.9 x 2.8 x 3 8.9 x 2.8 x 3 11.1 x 2.8 x 3

Servo mechanical

205 ( 235/258/320/375 )

mm

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

mm

m/min

m

kg

station

ASA
inch

MT#

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Quill travel

Quill taper

Quill diameter

Max. turning diameter

Spindle nose

Spindle hole diameter

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type
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Item / Model UV-55E UV-55EC UV-75E UV-75EC UV-100E UV-100EC

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Max. turning length

FANUC 0i-T

750 850 1100

550 750 1000 720/950

A2-8

12 ( 15 )

295

550 800

20/24 15/15

BOT BMT(VDI) BOT BMT(VDI) BOT BMT(VDI)

Hydraulic Servo mechanical Hydraulic

12

25

40

3.7/5.5

15/18.5 18.5/22
            30/37
(37/45, 45/55)

- 5.5/7.5- - 7.5/11

50

3 3 4

3 4

2.2

0.5+1

1.9 x 3 x 3.1

5300 15000 16000

3.5 x 2.4 x 4 3.5 x 2.4 x 4

4

32

Servo mechanical Hydraulic Servo mechanical

800

420 765

24 ( 32 ) 24 ( 32/40 )

A2-11 A2-15

130 160 220

550 700

2500 1600(630) 1200 ( 2-Speed gearbox )

Linear Linear (Box way) Box way

mm

mm

mm

mm

mm

rpm

kW

kW

kW

kW

kW

mm

mm

kW

m/min

station

ASA
inch

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X–axis motor power X

Z–axis motor power Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Rotary tool spindle power

Machine dimension L x W x H 

Net weight

m

kg

Coolant pump motor power

Hydraulic motor power

Max. turning diameter

Spindle nose

mmSpindle bearing diameter

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type
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Item / Model UV-75ATC UV-75ATCC UV-100ATC UV-100ATCC

Tool holder taper size

Number of tools

Controller

Swing over bed

Max. turning length

FANUC 0i-T

850 1100

750 1000

A2-11

800

20/24 15/15

ATC

Servo

12

5.5/7.5

18.5/22 30/37 ( 37/45, 45/55 )

- 7.5/11 ( 15/18.5 )-

3 4

4

2.2

0.5+1

3.6 x 2.7 x 4

16000 16500 17000

3.7 x 2.7 x 4

BT50

650 765

24 ( 32 ) 24 ( 32/40 )

A2-15

160 220

800 700

1600 1200

Box wayLinear ( Box way )

mm

mm

mm

mm

mm

rpm

kW

kW

kW

kW

kW

mm

kW

m/min

station

ASA
inch

X–axis travel X

Tooling system

Turret driven type

Z–axis travel Z

X–axis motor power X

Z–axis motor power Z

X/Z–axis rapid traverse rate
X/Z

Spindle speed

Rotary tool spindle power

Machine dimension L x W x H 

Net weight

m

kg

Coolant pump motor power

Hydraulic motor power

Max. turning diameter

Spindle nose

mmSpindle bearing diameter

Chuck diameter

Spindle motor power 
Cont. / 30min

Guideway type
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Item / Model UT-100UT-100E UT-100M UT-100Y

Square tool shank size

Round tool shank size

Number of tools

Controller

Swing over bed

Max. turning length

FANUC 0i-T

380

320

180 100 110

175 130 170

450

330

BOT

Hydraulic/Servo Servo mechanical

VDI-30 BMT-55

A2-5

6

30

12

18

12

-

-

-

10

120

230

-

80

220

20 25

32

1.7 x 1.6 x 2.21.7 x 1.6 x 1.7

19001800

-

2300

1.9 x 1.5 x 2.5

40

4.5

6000

±25

5.5/7.5

6000

mm

mm

mm

mm

mm

mm

rpm

kW

mm

mm

mm

kW

rpm

m/min

m/min

m/min

station

ASA

inch

X–axis travel X

Y–axis travel Y

Tooling system

Turret driven type

Z–axis travel Z

X–axis rapid traverse rate
X

Y–axis rapid traverse rate
Y

Z–axis rapid traverse rate
Z

Spindle speed

Rotary tool motor power

Machine dimension L x W x H 

Net weight

Integrated loder

m

kg

Max. turning diameter

Spindle nose

Chuck diameter

Spindle motor power 
Cont. / 30min

UT-100 Series

Max. rotary tool speed

Swing over saddle

Bar capacity



Item / Model GX-100
Controller

Max. turning length

FANUC 0i-T

50

50

A2-5

5

6000

5.5/7.5

30

5

6000

5.5/7.5

30

210 160

310(±155)

18/24

1.2

1.2

1.5

1

Gang Type

20

25

A2-5

60mm

mm

mm

kW

kW

kW

kW

mm

mm

m/min

ASA

X–axis travel X

Turret driven type

Z–axis travel Z

X–axis motor power X

Z–axis motor power Z

X/Z–axis rapid traverse rate X/Z

Machine dimension L x W x H m

3200 3300

1.6 x 1.6 x 2.1 1.6 x 1.6 x 2.3

2.7 x 2.0 x 2.5

GX-100TM

70

70

BMT-45

32

55

Machine dimension ( Including loader ) L x W x H 

Net weight

mm

kg

Coolant pump motor power

Hydraulic motor power

Spindle nose taper

GX-100

Max. spindle turning diameter

Max. sub-spindle turning diameter

mm

mm

Spindle speed

Sub spindle speed

Sub spindle nose taper

Spindle chuck diameter

Sub spindle chuck diameter

Spindle bar capacity

Sub spindle bar capacity

Spindle motor power Cont. / 30min

Sub spindle motor power Cont. / 30min

mm

rpm

kW

mm

inch

rpm

kW

ASA

inch

Square tool shank size

Round tool shank size

25 26

1986

2000

2004

2003

2006

2009

2011

2013

2014

2015

2016

2017

1997

2002

2007

2008

2012


